MINM Eatal 2004-14

Powered Haulage

July: 24,2004 (Oklahemea)
Limestone

Lalerer

18 years old

3! days| eExXperience




Overview

e victim was serously: injured on July/
24120045 Whenr the lifit:assemiply, of the
skid-steer loader he was eperating pinnead
RIn against the calr of the machine. IHe
Was, attempting ter position the bucket se
e couldireplace a hinge pinl that had
fiallen frem the left liftamm. He died on
August 6, 2004.




Victim was caught
between the lifting arm
cylinder pin assembly
and the top front of the
cab

'\\‘\t—-r-.-,_ /The pin was found

on the ground just
inside the left front
tire.

The pin was missing
from the left front
arm of the lift where
it attaches to the
bucket.

/The bucket was
found turned up

resting on the cutting
edge.




The safety bar
was found in
the down
position in the
operator’s
cab.




The pin was
missing from the
point where the lift
arm attaches to
the bucket. It was
found just inside

the left front tire
lying on the
ground.




Why Did Accident Occur?

he aceident eceurred lhecause safe
OPErating precedures were not fellewed
WhEnR Perferming repairs ter the: skid-steer;
loader witheut shutting ofifi the'engine anad

plecking| the' leader against hazareous
MoeLIeR,




Causal Factors

Policies and administrative conirels Were
Inadeguate hecause newly nired empleyees
Were noet moenitered te pronikit them from
PErferming repair tasks by themselves.

e eperator off the skid-steer loader did not
iellew the manufacturer’s recommendatiens fior
eperating the'loader. e task training provided
did not Includer a review: ofi the eqguipment
OPErator's manual.




Best Practices

Evaluatera task andidentify  any el =izl Erelie S (el 6 e FHTSK
analysis) before: perorming any. maintenance work. Establishl sale
WOk precedures; that include removing the hazards belore
BEJIRNING any Work.

Irainall’ personnell assigned to operate mobile equipment regarding
the safe werk procedures andl the hazards assecliated wWith
maintenance eff thereguipment.

Positien yourselli In a safe location WhHere you are not exposed to
hazards,

Before: perferming repairs or maintenance on eguipment, tuim the
power offii and' block the machinery against hazardoeus; motion.

Moniter persennell reutinely te determine that safe Woerk procedures
are followed.




